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RRB - Cartouche Filtrante Résine

Performances
Débit en eau non chargée à 21°C

(par 10’’ de cartouche)
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 Haute viscosité
  

 
crée une structure extrêmement rigide qui permet à nos  

 
aux hautes pressions et hautes températures. De plus, nos cartouches  

� Structure rigide ne  nécessitant  pas d’âme  centrale
� Grande résistance  aux hautes  pressions  et hautes  

températures  évitant  tous  risques  de  relargage
� Surface  externe   rainurée   pour   une   plus  grande   

surface  de   et une  durée  de  vie étendue
� Disponible dans   large  gamme  de  taille de  pores  de  1  

à 100µm  
� Large  chimique

Média Fibres  polyester/résine  phénolique
Coupelles Polyester  
Joints Silicone,  EPDM,  Buna  N,  Viton  et 

Viton  encapsulé   (joint torique  
uniquement)  

Taille des pores  1,  5, 10,  25, 50, 75,  100 microns

Dimensions               

Longueurs  en  pouces  9“75,  10,  19“5,  20, 29“25, 30, 
39, 40

Diamètre  externe 62,2 mm  
Diamètre  interne  23,8 mm

Données techniques

Température  maxi. 5,2 bar à 20° C  ET  93° C à 1  bar 
Perte de  charge  maxi 4,8 bar
Perte de  charge   
recommandée  

2,4 bar

  Appli ns
� Huiles minérales  et graisses
� Liquides  de  refroidissement
� An gel
� Pl
� Huiles animales

� Peintures  et encres
� 
� Adhésifs
� Laques  et vernis
� Silicone
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Connexions

P DOE avec  joints plats
P2 SOE avec  joints toriques  type  226
P3 SOE avec  joints toriques  type  222
P7 SOE avec  pointe  de  guidage,   

et joints toriques  type  226
P8 SOE avec  pointe  de  guidage  et joints 

toriques  type  222
N DOE sans joint

Joints

S  Silicone 
B   Buna-N  E  
EPDM
V   Viton
T    (joints plats)
       Viton  encapsulé  
       (joints toriques  uniquement
N   None
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Aquatrex* Large Diameter Filter 
Dual Graded Density 

 
Figure 1: Aquatrex Filters 

Description and Use 
Aquatrex* Filters combine innovative depth filter 
technology, quality cost effectiveness to provide 
excellent filtration value in residential and light 
commercial applications. 

Expanding its Product Line 
GE is continuing to expand its product line to meet 
current market demand with the introduction of our 
new large diameter (LD) filter. Manufactured with 
our world-renowned Meltblown Microfibers Tech-
nology, the engineered gradient density feature of 
this cartridge provides exceptional dirt-holding ca-
pacity and unequaled life compared to our equiva-
lent rated standard filters. The LD filter, with its 
three to eight times greater dirt-holding capacity 
and life, will reduce change-out frequency, adding 
more value in applications where high capacity and  
infrequent change-outs are desired.  

This product is ideally suited to be used in AMETEK's 
Big Blue and Keystone's Blue Giant housing units. 
(Blue Blue is a trademark of US Filter/Siemens. Blue 
Giant is a trademark of Metpro Keystone Filter Divi-
sion.) The LD filter has pure FDA compliant polypro-
pylene construction, and is manufactured using ISO 
9001 certified process. 

Typical Applications 
Whole House Filtration 
Spa and Pool Filtration 
Restaurant and Food Service 
Water Filtration 

General Properties 

High Dirt-Holding Capacity 
Unique dual-graded density design of the ex-
tended media captures particles throughout en-
tire filter depth 
High dirt-holding capacity means longer life and 
fewer change-outs, which translates into mon-
ey saved 
Precision final filter results in consistent high-
performance filtration 
Large media area allows for high flow rates 
(Maximum recommended flow rate is 10 gpm 
for 10, 20, 30, and 50 microns, 5 gpm for 1, and 
5 microns per 10-inch length. Change-outs rec-
ommended at 25 psid) 

Fiche technique 

l’expertise en filtration

Siège social :  1532 Route Lornard
74410 SAINT JORIOZ

Entrepôt : 285 chemin de l’éperon • ZA du Mollard
01160 SAINT MARTIN DU MONT

tél. 06 60 48 29 58
l’expertise en filtration

 

Aquatrex* Large Diameter Filter 
Dual Graded Density 

 
Figure 1: Aquatrex Filters 

Description and Use 
Aquatrex* Filters combine innovative depth filter 
technology, quality cost effectiveness to provide 
excellent filtration value in residential and light 
commercial applications. 

Expanding its Product Line 
GE is continuing to expand its product line to meet 
current market demand with the introduction of our 
new large diameter (LD) filter. Manufactured with 
our world-renowned Meltblown Microfibers Tech-
nology, the engineered gradient density feature of 
this cartridge provides exceptional dirt-holding ca-
pacity and unequaled life compared to our equiva-
lent rated standard filters. The LD filter, with its 
three to eight times greater dirt-holding capacity 
and life, will reduce change-out frequency, adding 
more value in applications where high capacity and  
infrequent change-outs are desired.  

This product is ideally suited to be used in AMETEK's 
Big Blue and Keystone's Blue Giant housing units. 
(Blue Blue is a trademark of US Filter/Siemens. Blue 
Giant is a trademark of Metpro Keystone Filter Divi-
sion.) The LD filter has pure FDA compliant polypro-
pylene construction, and is manufactured using ISO 
9001 certified process. 

Typical Applications 
Whole House Filtration 
Spa and Pool Filtration 
Restaurant and Food Service 
Water Filtration 

General Properties 

High Dirt-Holding Capacity 
Unique dual-graded density design of the ex-
tended media captures particles throughout en-
tire filter depth 
High dirt-holding capacity means longer life and 
fewer change-outs, which translates into mon-
ey saved 
Precision final filter results in consistent high-
performance filtration 
Large media area allows for high flow rates 
(Maximum recommended flow rate is 10 gpm 
for 10, 20, 30, and 50 microns, 5 gpm for 1, and 
5 microns per 10-inch length. Change-outs rec-
ommended at 25 psid) 

Fiche technique 

Siège social: 1 rue du Gabian 98000 Monaco
Mail: contact@afimo.com


